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Results of chemical analysis of untreated and treated water in
three salinity ranges

es in Annex A

All Results of chemical analysis of THM, LHKW, HAA, Bromophenols, Bromoacetonitrils,
AOX, EOX, Nitrite and TRO (Cl,, H,O,, O3, BrO) of untreated (PRE) and treated (POST)
fresh water, in two or three parallels and two test cycles, salinity was 0,0 PSU with 16,1 to
17,8°C. All values above detection limits are marked. Last column indicates number of
measurements.

All Results of chemical analysis of THM, LHKW, HAA, Bromophenols, Bromoacetonitrils,
AOX, EOX, Nitrite and TRO (Cl,, H-,O,, O3, BrO) of untreated (PRE) and treated (POST)
brackish water, in two or three parallels and two test cycles, (resp. 3 test cycles for THM
and some LHKW), salinity range from 18,9 — 19,5 PSU with 16,1 to 17,8°C. All values
above detection limits are marked. Last column indicates number of measurements.

All Results of chemical analysis of THM, LHKW, HAA, Bromophenols, Bromoacetonitrils,
AOX, EOX, Nitrite and TRO (Cl, H.O,, O3, BrO) of untreated (PRE) and treated (POST)
saltwater, in two or three parallels and two test cycles, salinity range from 31,6 — 33,1
PSU with 16,1 to 17,8°C. All values above detection limits are marked. Last column indi-
cates number of measurements.

Technical Data Sheets

Technical Data Sheet Mercury Low Pressure Lamp
Technical Data Sheet Ultrasound Generator
Technical Data Sheet Monel MicroSintFilter

Material Safety Data Sheets of several analysed substances

MSDS Bromoform

MSDS Dibromochloromethan
MSDS 1,2- dibromoethane
MSDS 1,2,3-trichloropropane
MSDS 2-chlorotoluene
MSDS 4-chlorotoluene
MSDS Monobromoacetic acid
MSDS Monochloroacetic acid
MSDS Dichloroacetic acid
MSDS Trichloroacetic acid
MSDS Monobromoacetonitril
MSDS Chloroform

MSDS Bromdichloromethan
MSDS 2-6-Dibromophenol
MSDS 2-4-6-Tribromophenol
MSDS Tribromoacetic acid

Annex D: Description of method for the determination of the HAA

2/16



Aqua

i

Annex A Results of chemical analysis of untreated and treated water in three salinity ranges

Freshwater

Substance group | Substance Unit PRE 1 PRE 2 PRE3 POST 1 POST 2 POST 3 Number

THM Chloroform pg/l 0,03/0,05 <0,02/0,03 < 0,02/0,03 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
Bromoform pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
Dibromchlormethan pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
Dichlorbrommethan pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12

LHKW 1,1,1-Trichlorethan pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
Carbon tetrachloride pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
Trichlorethen pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
1,2-Dibrom-3-chlorpropan po/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
1,2,3-Trichlorpropan po/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
2-Chlortoluol pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
4-Chlortoluol pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
1,2-Dibrommethan pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
Tetrachlorethen pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
1,2,3 - Trichlorpropan pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12

HAA Monochloracetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Dichloroacetic acid pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Trichloroacetic acid pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Monobromoacetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Dibromoacetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Tribromoacetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
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Substance group | Substance Unit PRE 1 PRE 2 PRE3 POST 1 POST 2 POST 3 Number
Bromochloroacetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Dibromochloroacetic acid ug/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Bromodichloroacetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Bromophenols 2,4-Dibromophenol pg/l <0,01/<0,01 <0,01/<0,01 <0,01/<0,01 <0,01/<0,01 8
2,6-Dibromophenol ug/l <0,01/<0,01 <0,01/<0,01 <0,01/<0,01 <0,01/<0,01 8
2,4,6-Tribromophenol po/l <0,04/<0,04 <0,04/<0,04 <0,04/<0,04 <0,04/<0,04 8
Bromoacetonitrils Monobromoacetonitril po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Dibromoacetonitril pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Bromchloroacetonitril pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
AOX mg/l 0,02 /< 0,02 <0,02/<0,02 < 0,02/ <0,02 <0,02/0,02 < 0,02/ <0,02 <0,02/<0,02 12
EOX mg/l < 0,002/< 0,002 | <0,002/<0,002 | <0,002/<0,002 | <0,002/<0,002 | <0,002/< 0,002 < 0,002/< 0,002 | 12
Nitrit mg/l <0,007/ 0,009/ <0,007/ <0,007/ | <0,007/ <0,007/ | 0,136/ 0,062/ 0,141 /0,064/ 0,148/ 0,062/ 28
<0,007/ <0,007 | <0,007/<0,007/ | <0,007/<0,007/ | <0,007/<0,007/ | <0,007/ 0,009/ <0,007/ 0,008
<0,007 <0,007 0,009 0,009
TRO (Cla, H20,, mg/l < 0,05/< 0,05 <0,05/<0,05 < 0,05 <0,05/<0,05 <0,05/<0,05 <0,05/<0,05 10
0Os;, BrO)

Table A1: All Results of chemical analysis of THM, LHKW, HAA, Bromophenols, Bromoacetonitrils, AOX, EOX, Nitrite and TRO (Cl,, H,O,, Os,
BrO) of untreated (PRE) and treated (POST) fresh water, in two or three parallels and two test cycles, salinity was 0,0 PSU with 16,1 to
17,8°C. All values above detection limits are marked. Last column indicates number of measurements.
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Brackish water

Substance group | Substance Unit PRE 1 PRE 2 PRE3 POST 1 POST 2 POST 3 Number

THM Chloroform pg/l <0,02/0,03 <0,02/0,03 <0,02/0,03 0,02/<0,02 0,03/<0,02 <0,02/0,02 18
Bromoform ug/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 18
Dibromchlormethan ug/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 18
Dichlorbrommethan ug/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 18

LHKW 1,1,1-Trichlorethan pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 18
Carbon tetrachloride pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 18
Trichlorethen pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 18
1,2-Dibrom-3-chlorpropan pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 18
1,2,3 — Trichlorpropan pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
2-Chlortoluol pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
4-Chlortoluol pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
1,2-Dibrommethan ug/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
Tetrachlorethen pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
1,2,3 - Trichlorpropan po/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12

HAA Monochloracetic acid pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Dichloroacetic acid pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Trichloroacetic acid pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Monobromoacetic acid pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Dibromoacetic acid pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Tribromoacetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Bromochloroacetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
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Substance group | Substance Unit PRE 1 PRE 2 PRE3 POST 1 POST 2 POST 3 Number
Dibromochloroacetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Bromodichloroacetic acid ug/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Bromophenols 2,4-Dibromophenol pg/l <0,01/<0,01 <0,01/<0,01 <0,01/<0,01 <0,01/<0,01 8
2,6-Dibromophenol ug/l <0,01/<0,01 <0,01/<0,01 <0,01/<0,01 <0,01/<0,01 8
2,4,6-Tribromophenol po/l <0,04/<0,04 <0,04/<0,04 <0,04/<0,04 <0,04/<0,04 8
Bromoacetonitrils Monobromoacetonitril pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Dibromoacetonitril pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Bromchloroacetonitril pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
AOX mg/l <0,02/0,02 <0,02/<0,02 < 0,02/ <0,02 < 0,02/ <0,02 <0,02/<0,02 < 0,02/ <0,02 12
EOX mg/l < 0,002/< 0,002 | <0,002/< 0,002 | <0,002/<0,002 | <0,002/<0,002 | <0,002/< 0,002 < 0,002/< 0,002 | 12
Nitrit mg/l 0,078/ 0,076/ 0,074/ 0,016/ 0,071/ 0,009/ 0,153/0,194/ 0,15/0,194/ 0,182/ 0,155/ 28
0,224/ 0,248/ 0,248/ 0,008/ 0,296/ 0,512 0,14/ 0,236/ 0,236/ 0,464/ 0,284/ 0,5
0,513 0,512 0,38 0,524
TRO (Cla, H20,, mg/l < 0,05/< 0,05 < 0,05/< 0,05 < 0,05 < 0,05/< 0,05 < 0,05/< 0,05 < 0,05 10
O3, BrO)

Table A2: All Results of chemical analysis of THM, LHKW, HAA, Bromophenols, Bromoacetonitrils, AOX, EOX, Nitrite and TRO (Cl,, H,O,, Os,
BrO) of untreated (PRE) and treated (POST) brackish water, in two or three parallels and two test cycles, (resp. 3 test cycles for THM
and some LHKW), salinity range from 18,9 — 19,5 PSU with 16,1 to 17,8°C. All values above detection limits are marked. Last column
indicates number of measurements.
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Saltwater

Substance group | Substance Unit PRE 1 PRE 2 PRE3 POST 1 POST 2 POST 3 Number

THM Chloroform pg/l <0,02/<0,02 0,04/<0,02 0,68/<0,02 0,05/ <0,02 <0,02/<0,02 0,02/<0,02 12
Bromoform ug/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
Dibromchlormethan ug/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
Dichlorbrommethan pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12

LHKW 1,1,1-Trichlorethan pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
Carbon tetrachloride pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
Trichlorethen pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
1,2-Dibrom-3-chlorpropan po/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
1,2,3 — Trichlorpropan po/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
2-Chlortoluol pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
4-Chlortoluol pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
1,2-Dibrommethan ug/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
Tetrachlorethen pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12
1,2,3 - Trichlorpropan pg/l <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 <0,02/<0,02 12

HAA Monochloracetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Dichloroacetic acid pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Trichloroacetic acid pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Monobromoacetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Dibromoacetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Tribromoacetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Bromochloroacetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
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Substance group | Substance Unit PRE 1 PRE 2 PRE3 POST 1 POST 2 POST 3 Number
Dibromochloroacetic acid po/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Bromodichloroacetic acid ug/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Bromophenols 2,4-Dibromophenol pg/l <0,01/<0,01 <0,01/<0,01 <0,01/<0,01 <0,01/<0,01 8
2,6-Dibromophenol ug/l <0,01/<0,01 <0,01/<0,01 <0,01/<0,01 <0,01/<0,01 8
2,4,6-Tribromophenol po/l <0,04/<0,04 <0,04/<0,04 <0,04/<0,04 <0,04/<0,04 8
Bromoacetonitrils Monobromoacetonitril pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Dibromoacetonitril pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
Bromchloroacetonitril pg/l <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 <1,0/<1,0 8
AOX mg/l < 0,02/<0,02 <0,02/<0,02 <0,02/0,02 <0,02/<0,02 0,02 /<0,02 0,02 /< 0,02 12
EOX mg/l < 0,002/< 0,002 | <0,002/< 0,002 | <0,002/<0,002 | <0,002/<0,002 | <0,002/< 0,002 < 0,002/< 0,002 | 12
Nitrit mg/l 0,134 /0,3/ 0,136/ <0,007/ 0,136/ 0,023/ 0,150/ 0,525/ 0,53/0,143/ 0,525/ 0,150/ 28
0,152/ 0,2/ 0,188/ 0,524/ 0,224/ 0,464 0,32/ 0,176/ 0,14/ 0,5/ 0,116/ 0,524
0,512 0,512 0,512 0,512
TRO (Cla, H20,, mg/l < 0,05/< 0,05 < 0,05/< 0,05 < 0,05/< 0,05 < 0,05/< 0,05 < 0,05/< 0,05 < 0,05/< 0,05 10
O3, BrO)

Table A3: All Results of chemical analysis of THM, LHKW, HAA, Bromophenols, Bromoacetonitrils, AOX, EOX, Nitrite and TRO (Cl,,
H.O,, O3, BrO) of untreated (PRE) and treated (POST) saltwater, in two or three parallels and two test cycles, salinity range
from 31,6 — 33,1 PSU with 16,1 to 17,8°C. All values above detection limits are marked. Last column indicates number of
measurements.
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Annex B 1 Technical Data Sheet Mercury Low Pressure Lamp

Heraeus

TECHNISCHE DATEN / TECHNICAL DATA PRELIMINARY

Hg-Niederdruck-Strahler / Mercury low pressure lamp

Longlife Amalgam Lamp NNI 600/147XL
Artikelnummer [/ part number: 80020310

Abbildungen und technische Daten bleiben vorbehalten. ! We reserve the right to change the drawings and the technical data.

Elektrische Daten EVG [ electronic ballast: o |
Anschlussleistung / power input: 380 -630W = =
Lampenstrom / lamp input current 40-86.2A |”
Lampenspannung / Lamp Yoltage 100 120V I‘ i ’l
Anschlussstrom / mains current *: 1.75-3.0A _,45“}/{\
Anschlussspannung / mains voltage ™ 230V o
Varschaltgeréte Typ [ ballast type: Electronic Ballast ZED or Nedap

* depending on mains voltage, type of power supply
Betriebsweise / operating conditions:
Kiihlung / coocling *; with special heat sink g
Brennlage / operating position: optional =]
Leuchtrohrtemperatur / tube temperature: <150°C iz 5
" recommended quartz sleeve: 40mm x 1.5mm — 44mm x 2.0 mm @ | =
Radiation data, measured for 600W Lamp input power: :
Bestrahlungsstérke / irradiance at 254 nm: 200uW/em?® {3 m distance) -
Strahlungsfluss / radiation flux at 185 nm *: 0
Strahlungsfluss / radiation flux at 254 nm *: 185 W
* freibrennend bei Raumtemperatur | in air at rooin femperature

Lebensdauer [ lifetime: To be determined
Abhangig von der Betriebsweise ! depending on operating conditions

erwartete Nutzlebensdauer / expected useful life time: 12000 h
exp. Intensity decrease: 25% (254 nm) after 12000 h — based on 100 h level.

Diese Angaben sind typische Mittelwerte und unter Laborbedingungen ermittelt.
These specifications are based on average data and were measured under laboratory conditions.

Stromlaufplan/ circuit diagram
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Wellenlange / wavelength (nm)

Weitergabe sowi e Vendelfiltigung dieses Dokuments, Verwerlung und Kitteilung seines |nhalts sind verbolen, soweit nicht ausdrocklich gestatiet. Zuwiderhandiungen verpflichien
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Heraeus 600 W Amalgam, UVC output and corresponding &fficiency
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Annex B 2 Technical Data Sheet Ultrasound Generator

Monel 400% w.ur: 2.4380 | UNS: HD2400 , "Eingetragens Marke der Special Melals Group of Comparies

Eine Nickel-Kupfer-Legierung hoher Festigheil und mil exzellenter Korosionsbastindgheail gegen @i n Spekirum saurer und basischer Umileldbedingungen, besanders geeignet e
den Eirealz in reduzisrenden Almesphdren. Sie besitzl zudern gube Dukblitat und Warmelzitfihigke® . Zu den Ensalzfaldem gehanen dar Schiflsmaschinenkau,
Werarbailungeausrlisiungen in der chemischen und petroshemischen Indusite, Warmslauscher, Venlile und Pumpen.

Ungetdnre chemsche i B3
Zusammensatzung (%) Cu 2834
Fa =25
Mr 2
| |
Dichte Ba Schmelz- 1350
feyem 3_| punkt {*c)
| |
Ausdehnungskosrizient 13,8 0 mim °C bei 21 - 83 °C
| |
Mormen ASTM B84
BS 3075 NATI
OTD 2048
| |
Warmabsahandiung Entspannungegliben 300320 °C — 3ED min - AT
| |
Zugfestigket, ca. gealibe 400 - B00 Wi =
fidarhart B50 - 1060 Hlimm=
[ |
Schermodul 853 ki
| |
foungscher Madul 173 kBmme
| |
Einsatz- 186 bis #2530 “C

temperaturen, ca.

Hizr klicken fr Standardmae und -formen...

Falls unsere Spexificationan nicht Ibren Anfordenungen enisprechen, holen Sie bitle welargehende Informaticnen ein
Tel: L& +44 (001384 56677 Soder schreiben Sie uns eine E-Mail unler: sales@alloywire.com
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Annex B 3 Technical Data Sheet Ultrasound Generator

¥ | T 2 E R A M DR
Technisches Datenblatt Rohrschwinger RS-20-48-X
20 kHz
1.1 Abmessungen
TR
33
00
v}
TRt
I I
G11/4
[@42)
skt-Mutter G 1 1/4",
~ Hex nut size 1 174"
o i )
Scheibe/Washer \
366/ @42/4 \
=4 a \
o PH7é
Wanne/Tank
3 (Ausschnitt) ™.
] S 7 (cut]
g @42 -~
| Dichtung
Sealing
= w74/342.5/3
1 o 4;}
o0 —
; =1 S
D =
a8
C| e
| £
he
—
@48.3
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TELSONIC
ULTRASONICS

Ew | T Z ERLAMDAQ
Technisches Datenblatt Rohrschwinger RS-20-48-X
20 kHz
1.2 Produktspezifikation
Frequenz: 20 kHz
Léngen: Siehe Auflistung
HF-Anschluss: Binder-Stecker 3P+E
Material: 316L (1.4435 7 1.4404)
Optionen: Metallschutzschlauch
Metallschutzschlauch-Winkel
T o9 9 Y v 9 5 9 o 2 = O
S $ %3 $ § F § % 2 2 3
. &8 &8 &§ 8 8 8 8 8 8 3 8 7§
[1p] w (2] w w (7] w [17] w ) %) %)
[ns (i i o o o o o o o o o

Physikalische Grissen:

Richtwert Leistung W
Einbauldangs X mm
Intensitit an Oberfliche Wicm?

600 600 1000 1000 1000 1000 1000 1000 1000 1500 1500 1500
407 528 648 765 B8B6 1008 1127 1247 1367 1487 1607 1727
0.60 0.69 0.65 0.63 0.51 0.52 0.45 0.40 0.35 0.32 0.29 0.27

Lasttypen:
Rohrschwinger 1-Kopf

Montage-Arten:

Horizontal mit Schutzschlauch
Vertikal mit Schutzschlauch
Horizontal ohne Schutzschlauch
Vertikal ohne Schutzschlauch (1)
kabellangen max. m

(\
RN
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o8
SN
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R
oW ow

Y
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="y
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Technisches Datenblatt Rohrschwinger RS-20-48-X
20 kHz

1.3 Bestellnummern

mit 4m HF-Kabel

Ll L DL UL LU inkl. 2m Metallschutz-

mit

dmEKabel el g und
RS-20-48-1 901 599 101 901 599 201 901 599 2
RS-20-48-2 901 599 102 901 599 202 901 599 202
RS-20-48-3 901 599103 901 599 202 901 599 203
RS-20-48-4 901 599 104 901 599 204 901 599 304
RS-20-48-5 901 599 105 901 599 205 901 599 305
RS-20-48-6 901 599 106 901 599 206 901 599 306
RS-20-48-7 901 599 107 901 599 207 901 599 307
RS-20-48-8 901 599 108 901 599 208 901 599 308
RS-20-48-9 901 599 109 901 599 209 901 599 209
RS5-20-48-10 901 599 110 901 599 210 901 599 310
RS-20-48-11 901 599 111 901 599 211 901 599 211
RS-20-48-12 901 599 112 901 599 212 901 599 312

Unterschiedliche Kabel- und Schutzschlauchlangen auf Anfrage erhiltlich.

Verlangerungskabel:

HF-Kabel2 m 514 210 031
HF-Kabel8 m 514 210 080
HF-Kabel 10 m 514 210101

{Generatoranpassung notwendig)

Generator:

ECO Ultraschallgeneratoren 20kHz 600-1500W siehe entsprechendes Datenblatt

TI-R5-20-48-X-d.doc 23.09.2005 @TELSONIC AG 3-4
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Technisches Datenblatt Rohrschwinger RS-20-48-X
20 kHz

1.4 Einbauvarianten und Details

VARIANTE 1
METHOD 1

Flbssigkeitspegel/Liguid level
Temperalur max. 85°C

VARIANTE 2 VARIANTE 3
METHOD 2 METHOD 3
Metallschutrsehlauch MOHICIIQEFOW
e Stainless sleel braided hose ’E"‘;}’;‘;’gng tube
_ymin. &0, L rper
E:;ﬁilgi:::;‘ljegel Coaling unit

I

TI-RS-20-48-X-d.doc 23.09.2005 @TELSONIC AG 4 -4
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Annex D: Description of method for the determination of the HAA

r’ ,/ //| Dr. KAISER & Dr, WOLDMANN GmkH  stessmnarnsrote 3150 - 22761 Homourg

R B B ke, B S R ) Dasadieed Baa ke, B3 3000 B 000 e | Nl Fe T il HI T [ET S T
Wes, Py, S0 el ¥l &, 05T 583 000 Burrg g chilornarg HEE. i 10 e e =
s S ORI B Bl D1 b e 15 D A -phce, T 152 ] P
[Telal S g o, LN 2O

'//‘/ Ein bntemeahman der E8A-Grupps
v e A T

Brief description of the methad for determination of HAA

Determination of HAA was performed according to the standard EN 150 23631:2006. The working range of the
method is within 0.5-10 pg/l depending on the matrix of the samples. Our limit of quantitation is 1pg’l, which is
approprate for the analytical range stated abowve.

Description of method and analytical constraints: 200 mil of the sample with added 20 g of scdium chloride are
adjusted to pH 1 and extracted with 20 ml MTBE. The organic extract is removed and concentrated to 1 ml. After
dervatisation of the analytes with diazomeathan, concentrations were determinad by means of GC-ECD. Howevar,
since the compounds under study are very polar extraction is rather difficult and will eventually b not complate.
Furthermore, it will not be possible to decrease the limit of quantitation by increasing the sample volume becauss the
matrix will also be concantrated in this way, leading to an unfavourable increasing of the signal to noise ratio of tha
detection by GC-ECD.

Lakar Or. Kaiser & Or. Waldmann
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